
ALL WEATHER WIND COVERAGE SUMMARY
Paine Field Master Plan Update 
  
 

 20-Knot 10.5-Knot 
Runway Crosswind Crosswind  
Designation Component Component 
 
 

Runway 16/34   99.99% 98.62% 
 Runway 16   74.80% 73.53% 
 Runway 34   65.63% 65.20% 
Runway 11/29  99.83% 93.35% 
 Runway 11  77.09% 71.53% 
 Runway 29  65.98% 63.96% 
Combined  100.0% 99.95% 
  

 

Source: Wind analysis tabulation provided by Barnard Dunkelberg &  
 Company utilizing the FAA Airport Design Software supplied  
 with AC 150/5300-13. 

IFR WIND COVERAGE SUMMARY 

Paine Field Master Plan Update 
 

 
 Wind Coverage  Wind Coverage 
 Provided Under Provided Under 
 IFR Conditions (1) IFR Conditions (1) 
 20-Knot 10.5-Knot  
Runway Maximum Maximum  
Designation Crosswind Crosswind 
 
 

Runway 16/34   100.00% 98.95% 
 Runway 16   85.35% 84.37% 
 Runway 34   50.48% 50.20% 
Runway 11/29  99.75% 92.22% 
 Runway 11  87.50% 80.17% 
 Runway 29  55.46% 54.11% 
Combined  100.0% 99.92% 
  

 

Source: Wind analysis tabulation provided by Barnard Dunkelberg & Company utilizing  
 the FAA Airport Design Software supplied with AC 150/5300-13. 
 (1)  Ceiling of less than 1,000 feet, but equal to or greater than 200 feet and/or  
 visibi lity less than 3 statute miles, but equal to or greater than ½ statute mile. 

Source: National Oceanic and Atmospheric Administration, Nat iona l Climatic Data Center 
 Station # 72793 – Paine Fie ld, Snohomish County, Everett, WA.  Period of Record – 1991-2000.  Tota l Observations: 
 51,068: 

Source: Nat ional Oceanic and Atmospheric Administration, National Climat ic  Data Center 
 Stat ion # 72793 – Paine Field, Snohomish County, Everett, WA.  Period of Record – 1991-2000.  Total Observa tions:   
 51,068.  




