
TIMBER SIGN POST (TYP.) 

SIGN PANEL 

II 
II 
II 

1"PVC~: 
CONDUIT II 

TO CONDUIT RUN 

ALONG ROADWAY 

SECURE THE SIGN LIGHTING CONDUCTORS 
TO THE CONDUIT WITH A CABLE TIE -

SEE STANDARD PLAN J-28.70, DETAIL "A" 

PLAN 

EDGE OF 

TRAVELED WAY 

II 
II 

POST-MOUNTED JUNCTION 
BOX - SEE NOTE 1 

CONCRETE 
ANCHOR 

SIGN PANEL 

NOTCH IN POST - SEE 
STANDARD PLAN G-22.10 

TYPE 1 JUNCTION BOX - SEE CONTRACT 
OR STANDARD PLAN J-40.10 

STAINLESS STEEL 2 HOLE 
CONDUIT STRAPS (TYP.)

ATTACH TO THE POSTW/2 LAG 
BOLTS, 1/4" DIAM. x 1 1/2" LONG 

SIGN PANEL\ 

II \ II &,~ 
,-~-~-~-~c========~ C--------~~-L ----~ 

1#: I : :11: ~ 
Ill I --f--!11------- ,-
lui I I I 
111 1 I I I I 
1 I I I I 

~----" :: c========~ c=========1 r_-_-::. 
111 1 I I 1 I 
lui I I I I 
111 1 I I I I 
111 1 I I 1 I 

POST-MOUNTED 
(NEMA 3) J-BOX 

1 I I I I 
c----1 :: c========~ c=========1 L-_-_:o ~ 

lui I I I I A 
111 1 I I I I 
1 I I I I 
.[ll I I -1+!-f------- ~ 

c-_--~ l\,lc==================f:::::::::=:=:=:=:=:=:~ ~---...::o 

HOLES DRILLED 
THROUGH POST - SEE 

STANDARD PLAN G-22.10 

TIMBER SIGN ~ 
POST (TYP.) -...... 

2" CHAMFER - SEE 
STANDARD PLAN G-25.10 

GROUND LINE 

RIGID METALLIC 
~ CONDUIT ATTACHED 

/ TOPOST 

0 
' &, 

' 

CONDUIT BODY OR 
FLASHER CABINET 
(SEE CONTRACT) 

SEAL TITE FLEX 
CONDUIT 

BOTTOM OF 
SIGN PANEL 

TIMBER SIGN POST 

1" RIGID METALLIC 
CONDUIT (RMC) 

0 
' ;.... 

Cn 
11 

TIMBER SIGN POST 

SIGN POST 
NOTCH 

SEAL TITE FLEX 
CONDUIT 

STAINLESS STEEL 
2 HOLE CONDUIT 

STRAPS (TYP.) 

1" RIGID METALLIC 
CONDUIT (RMC) 

NEMA 3 J-BOX- ATTACH TO THE POST 
W/4 LAG BOLTS, 1/4" DIAM. x 2 1/2" LONG 

(SEE INTERNAL DETAIL, THIS SHEET) 

1" DIAMETER PVC 
SCHEDULE 40 CONDUIT 

INSTALL IN PVC COUPLING -
DO NOT GLUE PVC CONDUIT 

TOP OF CONCRETE ANCHOR 

i :~~~ :----~::' ___ _ 
1 I • I 1 PVC CONDUIT COUPLING- 1 1 

I :I: I INSTALL FLUSH WITH TOP I I I 

: 1,1 
1 

OFFOUNDATION y 1
: 

I Ill I I I 
I I I I I I 
1 

/ i ~ 1"DIAM.PVC I : : 
: // !~ CONCRETE CONDUIT I 1 1 

I I 
I I 
I I 
I I 
I I 

I I I I I II I -, i 
i i CONCRETE~ ~~ i ~~ ~ 

: _ // : CLASS 3000 : ~ ~ 

[~z-:--/ : _..J : ~ 

1" DC_jl'b-~--D-p~-~~-_;- L~~=-0" STAN~~~J~".,:~~~ '------~:: 
11 ANCHOR ::1 ~ :L- ~ 

I : PVC CONDUIT ENTRANCE 
L J INTO CONCRETE ANCHOR 

ELEVATION 

JUNCTION BOX ATTACHMENT 
TO TIMBER SIGN SUPPORT 

1" DIAMETER PVC 
SCHEDULE 40 CONDUIT 

TIMBER 
SIGN POST 

CONCRETE ANCHOR 

SECTION 0 

NOTE 

1. Install the Junction Box on the Timber Sign Post or the Steel Sign 
Support that is farthest from the roadway. 

2. See Standard Plan J-21.16 for Flashing Beacon Installation 
details. See Standard Plan J-21.17 for Electrical Wiring details. 

CONDUIT BODY 
(SHOWN) 

WATER-TIGHT 
CONDUIT NUTS 

I 

6" 

6" X 6" X 8" NEMA 3 
JUNCTION BOX 
WI HINGED LID 

PROVIDE 2" THREAD ON 
CONDUIT- SECURE THE 

CONDUCTORS TO THE 
CONDUIT WITH A CABLE TIE 

(SEE STANDARD PLAN J-28.70, 
DETAIL "A") 

l QUICK 
DISCONNECTS 

1/4" DIAM. L...._____. __ GROUNDING 

LUG ~ 

END BELL BUSHING - DO NOT 
GLUE BUSHING TO CONDUIT 

MOUNTING 
BOLT (TYP.) 

HINGED COVER 

1/4" WEEP HOLE 7 
1 1/2" DIAM. HOLE IN BOX 

W /2" 0. D. GASKET TIGHT ON 
CONDUIT. GASKET SEALED 
TO CONDUIT AND BOX WITH 

A BEAD OF SILICONE 
DRILLED 
HOLE (TYP.) 

CONNECT THE EQUIPMENT 
GROUNDING CONDUCTOR 
TO THE GROUNDING 
SYSTEM IN THE TYPE 1 
JUNCTION BOX 

1" DIAMETER PVC 
SCHEDULE 40 CONDUIT 

1" DIAMETER PVC 
SCHEDULE 40 CONDUIT 

JUNCTION BOX 
INTERNAL DETAIL 

SIGN POST-MOUNTED 
JUNCTION BOX 

STANDARD PLAN J-40.35-01 
SHEET 1 OF 3 SHEETS 
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STEEL SIGN SUPPORT (TYP.) 

II 
II ~ LL. 

0 ~ SIGN PANEL 1"PVC~: 
1- CONDUIT II 

TO CONDUIT RUN 

ALONG ROADWAY 

SECURE THE SIGN LIGHTING CONDUCTORS 
TO THE CONDUIT WITH A CABLE TIE -

SEE STANDARD PLAN J-28.70, DETAIL "A" 

EDGE OF 

TRAVELED WAY 

STEEL SIGN 
SUPPORT 

(TYP.) 

BREAKAWAY 
SIGN BASE 

(TYP.) 

PLAN 

SIGN PANEL 

II 
II 

CONCRETE 
FOUNDATION 

POST-MOUNTED 
JUNCTION BOX -
SEE NOTE 1 

SIGN PANEL 

b 
' 

BREAKAWAY SIGN 
SUPPORT HINGE (TYP.)

SEE STANDARD PLAN G-24.60 

TYPE 1 JUNCTION BOX - SEE CONTRACT 
OR STANDARD PLAN J-40.10 

CONDUIT CLAMP SUPPORT
SLOTTED STAINLESS STEEL 

CHANNEL BRACKET AND 
STAINLESS STEEL STRAP (TYP.) 

1" RIGID METALLIC 
CONDUIT (RMC) 

POST-MOUNTED 
(NEMA 3) J-BOX 

CONDUIT CLAMP SUPPORT
SLOTTED STAINLESS STEEL 

CHANNEL BOX SUPPORT AND 
STAINLESS STEEL STRAP (TYP.) 

1" DIAMETER PVC 
SCHEDULE 40 CONDUIT 

BREAKAWAY SIGN BASE (TYP.)
SEE STANDARD PLAN G-24.60 

2" CHAMFER - SEE 
STANDARD PLAN G-25.10 

GROUND LINE 

CONDUIT BODY OR 
FLASHER CABINET 
(SEE CONTRACT) 

SEAL TITE FLEX 
CONDUIT 

STEEL SIGN 
SUPPORT 

STAINLESS STEEL 
2 HOLE CONDUIT 
STRAPS (TYP.)- SEE 
STANDARD PLAN J-60.13 

II 

BREAKAWAY SIGN 
SUPPORT HINGE 

(TYP.) 

SEAL TITE FLEX 
CONDUIT 

STAINLESS STEEL 
2 HOLE CONDUIT 

STRAPS (TYP.) 

1" RIGID METALLIC 
CONDUIT (RMC) 

NEMA 3 J-BOX- ATTACH TO THE CHANNEL 
WI FOUR 1/4" DIAM. x 1" LONG HEX HEAD 
BOLTS (SEE INTERNAL DETAIL, SHEET 1) 

1" DIAMETER PVC 
SCHEDULE 40 CONDUIT 

INSTALL IN PVC COUPLING
DO NOT GLUE PVC CONDUIT 

TOP OF CONCRETE 
FOUNDATION 

0 

STEEL SIGN 
SUPPORT 

CONDUIT BODY 
(SHOWN) 

STEEL SIGN 
SUPPORT 

POST-MOUNTED 
(NEMA 3) J-BOX 

1" RIGID METALLIC 
CONDUIT 

SLOTTED STAINLESS STEEL 
CHANNEL BRACKET- LENGTH = 

SIGN SUPPORT WIDTH + 3/8" 

CONCRETE 
FOUNDATION 

. ~ . .. \)' .... 

STAINLESS 
STEEL 
STRAP 

SECTION 0 
STEEL SIGN 

SUPPORT 

CONDUIT CLAMP 
SUPPORT (TYP.) 

STAINLESS STEEL 
STRAP (TYP.) 

SLOTTED STAINLESS 
STEEL CHANNEL BRACKET 

3/4" STAINLESS STEEL 
STRAP (TYP.) 

SLOTTED STAINLESS 
STEEL CHANNEL 
BOX SUPPORT (TYP.) 

BREAKAWAY 
SIGN BASE 

SLOTTED STEEL 
CHANNEL ATTACHMENT 

DETAILS 

1" RIGID METALLIC 
CONDUIT ATTACHED 
TO POST II II '~~~!--~: / II II II II , f.--.!1.-l"------:~-- --~ PVCCONDUIT- (-/-:+

1 

--...W-Il--).......U---------'1 

POST-MOUNTED 
JUNCTION BOX -
SEE NOTE 1 

PVC CONDUIT 

:1: II 1 INSTALLFLUSHWITHTOP ~ 
1 

1 :: I OF FOUNDATION 1 1 ll'l 11~! I I 
: : :: : ~ ANCHOR FERRULE (TYP.)- : : 
}i} 

11 
: SEESTANDARDPLANG-24.6y: 

1 
/} II I I I 

II I 

-- ----l---~3Jr----;;/ I _:~-~~ 1" DIAMETER PVC CONDUIT : 1 
L------ -1-------- ' I I tJ 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

....J XI I -------,: SIGN SUPPORT 0 ------
SIGN SUPPORT CONCRETE --- .... ::. :_- ) CONCRETE FOUNDATION -~ l _- .... ::. :_-- ''l 

1 1 FOUNDATION- SEE ------ ________ .... SEE STANDARD PLAN G-25.10 ',_______ --- .... 
1 SIGN POST-MOUNTED 

JUNCTION BOX 

I I 
L _____ l 

I I 
L _____ l 

: ~i STANDARD PLAN G-25.10 

L-----~ SIGN SUPPORT CONCRETE 
FOUNDATION (TYP.) 

ELEVATION 

JUNCTION BOX ATTACHMENT 
TO STEEL SIGN SUPPORT 

VIEW0 VIEW STANDARD PLAN J-40.35-01 
SHEET 2 OF 3 SHEETS 
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VARIES- SEE CONTRACT 

r ~ 8" FLASHING BEACON (TYP.)
V SEENOTE2 

-~ 

- ~ oa.: 
-' ~ 
.,....~ 

b 
I 

;.... 
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/;=lie 

Fill= 
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~ 
I-z 
0 
{) 

w 
w 
en 
I 

en 
w 
0:: 
~ 

c ONDUIT ~ ?lc 
BODY 

~ 

STAINLESS STEEL 
2 HOLE CONDUIT 

STRAPS 

~ 

rgl 

POST-MOUNTED ~~ff_~li:t::==~ 
(NEMA 3) J-BOX --.... 

?ic 
~------------------~ 1-----~ 

STAINLESS STEEL CONDUIT 
STRAP SUPPORT (TYP.) 

SEAL TITE FLEX 
CONDUIT 

STAINLESS STEEL 
STRAP (TYP.) 

== 

= = = 

'~------------~ 
\_ 

SLOTTED STAINLESS STEEL Ho 
CONDUIT STRAP SUPPORT- o o 
STRAPPED VERTICALLY 
TO SIGN POST (TYP.) 

ELEVATION 

FLASHING BEACON ATTACHMENT 
(STEEL SIGN SUPPORT SHOWN) 

SIGN PANEL 

BREAKAWAY SIGN 
SUPPORT HINGE 

I ~ STEEL SIGN 
V SUPPORT (TYP.) 

POST-MOUNTED 
(NEMA 3) J-BOX 

VIEW0 

8" FLASHING BEACON WITH CAP VISOR
SEE NOTE2 

1"CONDUIT 

STAINLESS STEEL 2 HOLE 
CONDUIT STRAP (TYP.) 

SEAL TITE 
FLEX CONDUIT 

RIGHT ISOMETRIC VIEW 
TRAVELER INFORMATION SIGN SHOWN

SEE CONTRACT FOR SIGN MESSAGE AND SIZE 

SIGN POST-MOUNTED 
JUNCTION BOX 

STANDARD PLAN J-40.35-01 
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