
TENSION WIRE 

END OR CORNER 
(BRACE) POST 

GLARE SCREEN 
FABRIC (TYP.) 

EYE NUT 

10' MAX. 

_ HOG RINGS (TYP.)
SPACED @ 24" MAX. 

EYE BOLT 

PULL POST 

TURNBUCKLE 

FABRIC BAND (TYP.) 

STRETCHER BAR (TYP.) 
GLARE SCREEN SLAT (TYP.) 

EYE NUT 

TENSION WIRE 

GLARE SCREEN SLAT (TYP.) 

PULL POST 

DETAIL 0 

EYE BOLT 

TURNBUCKLE 

TENSION WIRE 

STRETCHER BAR (TYP.) 

PULL POST (WITHIN RUN) 

DETAIL 0 

TENSION WIRE 

TENSION 
WIRE 

150' MAX. 

LINE POST- SPACED. 1 0' MAX. (TYP.) 
@ 10'MAX. 

BRACE POST 

ELEVATION VIEW 

TENSION WIRE 

GLARE SCREEN SLAT (TYP.) 

GLARE SCREEN SLAT (TYP.) 

3/8-16 x 5" GALVANIZED 
EYE BOLT 

TENSION WIRE 

LINE POST 

DETAIL 0 

TENSION WIRE 

HOG RINGS (TYP.) 
SPACED @ 24" MAX. 

TIE WIRE- SPACED 
@ 14" MAX. 

TIE WIRE- SPACED 
@ 14"MAX. 

EYE BOLT 

PULL POST- SPACED 

@ 150' MAX. HOG RINGS (TYP.)
SPACED @ 24" MAX. 
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TENSION WIRE 

BRACE POST 

TIE WIRES (TYP.)
SPACED@ 14" MAX. 

TURNBUCKLE GLARE SCREEN TYPE 2 
(CHAIN LINK WITH SLATS) 

HOG RINGS (TYP.)
SPACED @ 24" MAX. 

BRACE POST 

DETAIL 0 
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